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MONTAJE STAND DOBLE
• Paso 1: Coloca la pieza 1 D en el suelo con la rueda sin freno hacia atrás.

• Paso 2: Introduce la pieza 1 D en la pieza 2 D colocando las tuercas y 
agujeros de seguridad hacia atrás, hacia la rueda sin freno, coloca dos 
tornillos de los cortos y apriétalos.

• Paso 3: Introduce la pieza 3 D en la 2 D a la altura deseada y centra 
los orificios de seguridad con las tuercas, introduce dos de los tornillos 
largos y apriétalos.

• Paso 4: Introduce la pieza 4 B en la pieza 3 D de abajo y coloca dos 
tornillos de los cortos y apriétalos. 

• Paso 5: Introduce la pieza 4 A (barra con logo ReAl Gong) en la pieza 
3 D de arriba y coloca dos tornillos de los cortos  y apriétalos.

• Paso 6: Introduce la pieza 3 I en la 4 A Y 4 B coloca los tornillos y 
apriétalos.

• Paso 7: Introduce la pieza 2 I en la pieza 3 I a la altura deseada y 
centra los orificios de seguridad con las tuercas, introduce dos de los 
tornillos largos y apriétalos. 

• Paso 8: Introduce la pieza 1 I en la pieza 2 I colocando las tuercas y 
agujeros de seguridad hacia atrás, hacia la rueda sin freno, coloca dos 
tornillos de los cortos y apriétalos.

• Paso 9: Levanta el soporte por un lado, comprueba que todos los 
tornillos están bien apretados.

En la pieza 2 D y 2 I tiene varios agujeros para distintas alturas de 
instalación, si lo monta en una superficie que no está bien nivelada  al 
ser alturas establecidas el stand también quedará desnivelado. La 
solución será colocar un lado sin pasar los tornillos largos y apretarlos 
como el resto de tornillos. La función de este sistema es de seguridad 
para evitar que la estructura pueda bajarse accidentalmente.

Las piezas 3 D e I (ver imagen 10) tienen una tuerca para un tornillo en la 
parte superior que son para apretar la pieza 2 cuando se coloca para un 
solo gong en la posición baja. Si el tornillo lo tiene colocado tiene que 
aflojarlo para que la pieza 2 entre del todo para después ser apretada. �

• Paso 1: Afloja los tornillos superiores de las piezas 3 I y 3 D (imágen 10).

• Paso 2: Afloja los tornillos inferiores de las piezas 3 I y 3 D.

• Paso 3: Baja todo el conjunto hasta abajo del todo.

• Paso 4: Aprieta los tornillos inferiores de las piezas 3 I y 3 D.

• Paso 5: Aprieta los tornillos superiores de las piezas 3 I y 3 D (imágen 10).

MONTAJE STAND SIMPLE

Recomendamos encarecidanente que pongan una espuma acolchada 
debajo de las ruedas para corregir posibles desniveles del suelo para 
darle estabilidad al stand y evitar posibles ruidos de la parte móvil de 
las ruedas.

Recomendamos comprobar que todos los tornillos están apretados
con regularidad.

IMPORTANTE

DOUBLE STAND ASSEMBLY�
• Step 1: Place part 1 D on the floor with the unbraked wheel facing 
backwards.

• Step 2: Insert part 1 D into part 2 D with the nuts and security holes 
towards theback, towards the unbraked wheel, insert two short bolts 
and tighten them.

• Step 3: Insert part 3 D into part 2 D at the desired height and centre 
the security holes with the nuts, insert two of the long bolts and tighten 
them.

• Step 4: Insert part 4 B into part 3 D below and insert two of the short 
screws and tighten them.

• Step 5: Insert part 4 A(bar with ReAl Gong logo) into part 3 D above 
and insert two of the short screws and tighten them.

• Step 6: Insert part 3 I into part 4 A and 4 B and insert the screws and 
tighten them.

• Step 7: Insert part 2 I into part 3 I at the desired height and centre the 
security holes with the nuts, insert two of the long screws and tighten 
them.

• Step 8: Insert part 1 I into part 2 I by positioning the nuts and security 
holes towards the back, towards the wheel without brake, insert two of 
the short screws and tighten them.

• Step 9: Lift the bracket on one side, check that all bolts are tight.

In part 2 D and 2 I there are several holes for different installation 
heights, if you mount it on a surface that is not well levelled as they are 
set heights the stand will also be uneven. The solution will be to place 
one side without passing the long screws and tighten them like the rest 
of the screws. The function of this system is safety to prevent the 
structure from being lowered accidentally.

Pieces 3 D and I (see picture 10) have a nut for a screw at the top 
which are to tighten piece 2 when it is placed for a single gong in the 
lowered position. If the screw is in place, it has to be loosened so that 
part 2 can be fully inserted and then tightened. �

SIMPLE STAND ASSEMBLY�
• Step 1: Loosen the upper screws of parts 3 I and 3 D (picture. 10).

• Step 2: Loosen the lower screws of parts 3 I and 3 D.

• Step 3: Lower the whole assembly all the way down.

• Step 4: Tighten the lower screws of parts 3 I and 3 D.

• Step 5: Tighten the upper screws of parts 3 I and 3 D (picture 10).�

IMPORTANT�
We strongly recommend to put a foam padding under the wheels to 
correct possible unevenness of the floor to give stability to the stand 
and to avoid possible noises from the moving part of the wheels.

We recommend checking that all screws are tightened regularly.��
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